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SD 442

1. The thermostat automatically regulates the pri-
mary air intake:
- it maintains a constant temperature.
- it ensures minimal fuel consumption.
- it prohibits overheating of the Infire.
- it guarantees a long-lasting fire, whether wood- or

coal-burning, guaranteeing you a lazy, carefree
evening.

2. Baffle and automatic key:
- guarantee you maximum yield and high power

encouraging heat transfers.
- allow adaptation of the SD 442 to the chimney flue

according to the draught.
- can be easily dismantled and thereby facilitate 

chimney-sweeping.
- the automatic key opens wide to prevent backdraft 

with an open fire.

3. Preheated combustion air inlets; in the back for 
primary combustion (3a) and above the door (3b) for
effective smoke extraction from the glass and 
secondary combustion.

4. The highly resistant combustion grates (protected
by the guarantee) allow effective deashing.

5. The easily accessible ashtray allows easy and fast
removal of ashes. Its shovel shape and airtightness are
important safety elements.

6. The mainly glazed door is fitted with hardwearing
stainless steel gaskets, guaranteeing perfect and
long-lasting airtightness. This makes smoke control
even more effective and will help keep the glass
clean.

7. The combustion chamber is deep, made from 
high-quality steel and assembled using continuous
welds. Its shape prevents embers falling on the floor
when opening the door.The conductivity of steel guarantees
rapid heat diffusion.

8. The inside of the fireplace is reinforced with vermi-
culite panels. This guarantees a high combustion
temperature and intense radiation.

9. Outside-air intake. It is possible to take combustion
air directly from outside.

10. Compact retractable door system completely
opening up the view of the flames and enabling 2
operating systems: open or closed door.This compact
system limits considerably the total size of the
appliance. Possibility of installation in an existing
chimney. The whole mechanism of the door 
retraction system is always accessible and is located
behind the finish frame.

11.The façade helps conceal the technology and per-
sonalise each SD 442: metal frame, stone frame,
glass frame, metal door, etc.

OPTIONS

12. The fan is mounted on silent blocs for silent 
operation. As an option, an internal cross-flow fan
(12a) enables the SD 442 to be inserted in an 
existing open fire, or a 750 m3/h centrifugal fan
(12b) enables perfect and rapid distribution of heat in
one or several rooms.

13. The electronic speed regulator, which can be 
built-in or simply applied, allows precise adjustment
of fan speed.

14. The temperature switch (thermoswitch) automatically
starts and stops the fan depending on the heat of the
fireplace.

15. Possibility of sending hot air to other rooms via
one or two flexible hoses.
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The first hearth with a retractable door and 

embeddable in an existing chimney!

NEW

NEW DESIGN OF BUILT-IN FIRE

- 2 IN-BUILT FIRES IN 1
- with door retracted, a real open fire
- with door closed, a high-yield heating appliance
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SD 442

- A HOST OF DECORATIVE OPTIONS 
- an anthracite or rust-finish metal frame
- a materials support frame: you personalise the frame with a stone or any 

suitable material
- an anthracite or rust-finish metal door
- a totally personalised finish on hinges.

Frame support for stone Door hinges                            Anthracit metal frame

High anthracit metal frame                         Sub-frame                               Kit fan 750 m3

maximum weight agreed: 45 kg, obligatory
to use glu : silicone HT, Possible material:
glass and stone.
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SD 442

SD 442

130 Kg

4: 742 mm X 742 mm

442 mm X 442 mm

8 kW

253330503 38

10 kW

S
D
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4
2
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Gas, pleasure to spare

Bodart & Gonay gas heating appliances are all based around the visual

pleasure of flames, while still offering excellent heating performance.

The classic fire look with ceramic logs reproduces perfectly the reddish glow

of embers and the dancing movement of flames rising from the wood. The

modern fires on quartz gravel, with minimalist lines, are an unusual sight and

a mark of serenity.

All the flame appliances can function with natural gas or propane, and can

even be converted from one to the other simply by changing injectors.

They are fitted with the same type of hot air outlets as the wood-burning

appliances, enabling you to heat the room by convection, or to send hot air

to other rooms.
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CLOSED GAS INSERTS
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NNEEWW  !!

Exclusive Extraction System (EES)

The Exclusive Extraction System “EES”, patented by Bodart & Gonay, is the
strategic heart of your Bodart & Gonay gas installation.

- It frees installation of your Bodart & Gonay gas fire from all the traditional
rules for installing exhaust ducts. It enables duct lengths of up to 30 m in a hor-
izontal position! All configurations are now possible in a house or flat.

- It reduces the diameter of ducts to a diameter of 130 mm. Installation will
also be easier. This will mean considerably lower installation costs. 

- The installation is totally safe thanks to the direct link between the EES and
the fireplace. It automatically adapts the gas exhaust rate to the operating con-
ditions of the fire and to external conditions. At the first sign of failure, the gas
cuts off.

• Bodart & Gonay gas appliances all
function on the same principle of the 
airtight fire.

• No combustion air is taken from the
room. This system offers the user 
maximum safety.

• CO or combustion gas poisoning is
totally impossible.

• All appliances are equiped with enforced
security systems.

• Wall or vertical outlet.

• Easy connection to existing chimney
(depending on local legislation).

GAS
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works principle

-1 with ventilation

-2  without ventilation

Vertical evacuation Wall exit Joining in 
existing chimney

Installation
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ARGOS Plus

NNEEWW  !!

ARGOS PLUS INFIRE

494

941
216

928

234 230

895

14
1,

5

76
2

Ø 200/130 Ø 125

411,5

145 Kg

4mm

810 mm X 680 mm

7,5 kW - 9,5 kW

ARGOS Plus

ARGOS PLUS OPTIFIRE

494

941
216

928

234 230

895

14
1,

5

76
2

Ø 200/130 Ø 125

411,5

145 Kg

4mm

810 mm X 680 mm

7,5 kW - 9,5 kW
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ARGOS INFIRE

 

725 

803 

90 Kg

644 mm X 443 mm

10,6 kW - 12W

90 Kg

644 mm X 443 mm

10,6-12 kW

ARGOS OPTIFIRE

G
A

S
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HELIOS

 

74 Kg

4 mm - 130 mm

543 mm X 634 mm

5,1 - 6,4 kW

HELIOS
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CCOOSSMMOOSS  114455CC

330

418

1385

Ø200/130Ø135

324.5 375 375

166

45
5

43
11

9

61
7

1502

131,5 Kg

4 mm

1385 mm X 335 mm
338 mm X 335 mm

9,8 - 12 kW

COSMOS 145 C

43
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COSMOS 100

110 Kg

1353 mm X 343

9,8-12 kW

COSMOS 145

79Kg

903 mm X 343 mm

6,7-8 kW

COSMOS 100

4

4
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SOLARIS

81 Kg

4 mm - 130 mm

693 mm X 434 mm

6 - 7 kW

SOLARIS
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Cosmos 100 Cosmos 145 Helios Argos Solaris
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SD 442
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Infire 1000
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Optifire 800 green

458
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6
6
6

Design 1000
Optifire 1000

352
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6
3
0
,5

Cosmos 145c

411,5
928

9
4
1

Argos Plus
Infire - Optifire

Duration: 6 years for the general structure, 2 years for the movable internal pieces. the regulation and the com-
bustion grills. Glass panes, joints and bricks are not the object of a guarantee. All the Bodart & Gonay models
are patented.
BODART & GONAY guarantees its equipment as being in conformity with the usage notices and the standard for
the safety of operation usage.

Guarantee

Fitting Dimensions 

Jubilee 
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30x30 cm - 26x15 cm

BG-Clean

Bio-degradable product, non-toxic, non aggressive, very efficient for cleaning the glass.
Quickly dissolves any trace of soot or smoke deposit.

Complete range of vented pipes products

Conceived in order to offer the best solution to any installation of our gas fireplaces

Charcoal grey spray

for touching up the device's paint, if necessary.

Ventilation box

Designed for OPTIFIRE 700, 783 and 784, this free-standing ventilation system gives 

you freedom to create the fireplace of you choice? As it can be placed anywhere except 
under the appliance, it allows you to have the hearth at your chosen height.

Wall grid and built-in housing

For distribution of hot air in adjacent rooms or possiblyin the fire hood.

Needs dia. 125 aluminium sheating. The grid is adjustable, open/closed, so that more 

or less hot air can be distributed as required.

Barbecue grill

Turns your built-in fire into a barbecue, so that you can enjoy a grill at any time of year.

Air inlet grid

Brass grid fitted with filter and built-in housing.

Easily positioned in the lower part of the fireplace, permitting :
- air inlet for convection air
- easy access to ventilation, even after fitting.

Accessories

Bodart & Gonay has been fired with enthusiasm for over 50 years!

Love of a well done job sums up perfectly our company’s philosophy. Since it was established by Jacques Bodart and Jean Gonay, our 

company has continued to grow and is now of international stature.

Manufactured entirely in our factory, our fire-places are the end-result of the research done in our laboratory. We can therefore offer you a
range of hearth- for multiple uses combining cutting-edge technology, environmental considerations, energy conservation and design. The
extended range allows you to choose the fire-place that perfectly matches your needs while adding a little extra to your interior and a good

measure of warmth to your life.

The research and development department is constantly looking to improve and create products using the latest technologies to offer you an
efficient fire with maximum yield. With the energy crisis being ever more at the forefront of the news, Bodart & Gonay offers an ideal 

alternative. When buying a Bodart & Gonay built-in fire, you are choosing quality and beauty, with maximum heat recovery while respecting
the environment.

Bodart & Gonay is proud to present to you in this catalogue its fires and its very latest new features. I am convinced that you will be fully 
satisfied with both the technological and design aspects of our fires.

Alain Nagelmackers

Managing Director
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BODART & GONAY s.a., 

Parc Artisanal de Harzé - Rue de Lambinon, 3
B – 4920 HARZE - BELGIUM, 

Tél.: +32(0)4/239.93.93 - Fax.: +32(0)4/239.93.98

www.b-g.be

77065COVER UK.qxp  12/02/2009  9:55  Page 1


