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Instructions for use 
and maintenance

Attention: Remove the instructions from the fireplace and give 
them to the client, along with the necessary instructions

(explanations and demonstrations).

In Fire
(Fuego)

Prisma
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 5.4.Putt ing the fi replace in place:

1. Dismantle the removable parts :

 5.3.Electricity

- Remove the fi lter support from your chosen side corresponding to the power supply (unscrew the 2 fi xing       
   screws, then pivot them and remove the fi lter support).

- Bring the fl exible power cable to face the port fi tt ed in the appliance.  Make sure there is enough length for the 
   connection and for any subsequent simple maintenance. If, in order to connect, you have removed a protective   
   plug, place it on the unused connector of the second fan.

All installation and maintenance operations on the fan and the variator must be done 
with the power supply disconnected.

- Clear the way for connection to the chimney and, if necessary, the hot 
air pipes. 

- Remove any hoods and dampers.

- Insulate the outside walls.

- In the case of new building work, it is PROHIBITED to rest the building 
work on top of the fi replace.

A --> B: System for decompressing and cooling the fi replace and chimney 
mantle. Recovery of additional heat.

Z --> Y and W: Natural or forced convection (with fan as option): Fire-
place double wall recovery system. 

 5.2. Alcove
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 5.5. Frames:

 In fi re:

 Prisma:
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The temperature switch is a switch that automatically engages the fan when the appliance is hot and disenga-
ges it when it has cooled down.

When switching on, a wait of about 15 minutes before it engages is normal.

6. Temperature switch 
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  7. Option 
                          7.1. Fuego mantle

It is necessary to fi x the base to the fl oor directly below the chimney fl ue.

Then place the appliance on the base, with the chimney outlet of the fi replace 
also directly below the chimney fl ue.

Screw the appliance to the base using the screws provided (drill the fi replace 
with Ø 3.5 mm).

Slide the mantle via the front of the fi replace.  

Caution: make sure it is properly centred in relation to the fi replace.

Fasten the rear stops and adjust the depth of the mantle 
relative to the front of the appliance.
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